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Weight

1,272 lb (577 kg)

Thickness

Document type

Customer drawing
Material

Stainless Steel AISI 304 — FINISH NOT DECLARED
Title

Bar Tonala
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EXPLODED — MODULES AS DELIVERED

Module Qty L × W × H (mm) Weight each

A Corner Module 22.5° 1 583 × 608 × 1,100 30 kg

B Corner Module 3 819 × 1,124 × 1,100 51 kg

C Bottom Module R 1 1,734 × 819 × 1,100 79 kg

D Bottom Module L 1 1,734 × 819 × 1,100 79 kg

E Top Module L 1 2,634 × 819 × 1,100 118 kg

F Top Module R 1 2,634 × 819 × 1,100 118 kg

G DJ Booth (Bar Tonala) 1 1,952 × 500 × 900 112 kg

Ships as 9 pieces: 1 A, 3 B, 1 C, 1 D, 1 E, 1 F and 1 G.
On site they are fixed with 6 M6 × 35 screws into hex rivet
nuts.

ON-SITE ASSEMBLY

1. Set A (1), B (3), C (1), D (1), E (1), F (1) and G (1) on
the floor in position.

2. Join each module to the next through its end rib: one M6 ×
35 screw per joint, put in through the access hole, into the
M6 hex rivet nut of the neighbouring rib -- 6 joints.

3. Check level and square before tightening every screw.
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